
Commodity Description

Model Name Description Unit Quantity

 ConeBeam Computed Tomography  System system 1

A. Features

1. Tube Voltage : 60~90kV or 90~120kV

2. Tube Current : 4~10mA or or 3~8mA

3. Gray Scale : 14bits or 16bit

4. Tube focal spot : 0.5mm

5. Detector type : amorphous silicon ; a-Si 평판 이미지 디텍터

6. scan time : 7sec, 14sec, 24sec or 4.8~26.9sec

7. Reconstruction time : 15sec (without MAR), 60sec (with MAR) or 30sec (quick scan)

8. Voxel size : 0.1, 0.15, 0.2, 0.25, 0.3, 0.4mm or 0.125~0.4

9. FOV : 20*19 or 23*17

10. Patient position : 전동 높이 조절형 의자, Wheel-chair accessible

11. Metal artifact reduction

12. DICOM3.0 호환 및 PACS 연동 가능

13. 영상보기 기능 ; CT 이미지 및 소프트웨어 기능으로 파노라마, 세팔로 영상으로 변환 가능

B. Specifications

 1. 본체 크기 : 1100 * 1300 * 1800mm ~ 1600 * 1700 * 2000mm 이내

        무게 : 450kg ~ 500kg 이내

 2. 입력 전압 및 주파수 : 220V (50Hz/60Hz)

 3. 워크스테이션 : HP Z800이상

            CPU : Intel Xeon E5-2609 2.4GHz 이상

            ram : 16GB DDR3-1333 ECC 1 이상

            그래픽카드 : Nvidia GeForce RTX 2080 Ti 이상

            하드디스크 드라이브 : 1TB SATA 7200rpm 이상

            광학디스크 드라이브 : 16* DVD-RW supermulti SATA Drive 이상

            USB keyboard & Mouse

            OS : windows10

            monitor : 23" 

 4. CT viewer : Ondemand3D or Invivo5

 

 C. Consists of :

   1. Base

   2. Motorized and detachable chair

   3. Main power switch

   4. LCD touch pane

   5. Emergency stop switch

   6. Remote exposure switch & cable

   7. Serial port cable



   8. Power cable

   9. Lan cable

  10. Work station & monitor

  11. Chin rest & Bite

  12. Head rest & Band

  13. Window10 OS

  14. 3D reconstruction & diagnosis software

  15. Operation manual

D. Remark

   1. Warranty : 3 years

   2. 설치 및 운영 교육 무료 제공


